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Tank Contents
Volume

m3

Base
Oil

Fuel
Oil

Dry
Bulk

DW/WB
Potable 
Water

Fresh 
Water

Brine
Liquid 
Mud

Methanol
Lube
Oil

Foam
Oil

Disp.
Tank 11 S FW 94.7 94.7
Tank 11 P FW 94.7 94.7
Tank 12 S FW 145.0 145.0
Tank 12 P FW 145.0 145.0
Tank 13 FW 30.4 30.4
Tank 14 Ship's FW 99.1 99.1
Tank 20 DW/WB 116.7 116.7
Tank 21 DW/WB 42.3 42.3
Tank 22 DW/WB 86.1 86.1
Tank 23 DW/WB 17.7 17.7
Tank 24 S DW/WB 67.6 67.6
Tank 24 P DW/WB 67.6 67.6
Tank 25 S DW/WB 17.5 17.5
Tank 25 P DW/WB 17.5 17.5
Tank 26 DW/WB 108.8 108.8
Tank 27 S DW/WB 38.4 38.4
Tank 27 P DW/WB 38.4 38.4
Tank 28 DW/WB 24.0 24.0
Tank 30 S FO 39.1 39.1
Tank 30 P FO 39.1 39.1
Tank 31 S FO 43.5 43.5
Tank 31 P FO 44.2 44.2
Tank 32 Service Tk S FO 18.7 18.7
Tank 32 Service Tk P FO 19.4 19.4
Tank 33 P FO 33.6 33.6
Tank 34 Overflow Tk P FO 20.0 20.0
Tank 35 S FO 106.4 106.4
Tank 35 P FO 106.4 106.4
Tank 36 S FO 80.5 80.5
Tank 36 P FO 80.5 80.5
Tank 37 S FO 98.5 98.5
Tank 37 P FO 98.5 98.5
Tank 48 S LO 15.5 15.5
Tank 52 S LM/BR 79.3 79.3
Tank 52 P LM/BR 79.3 79.3
Tank 53 S LM/BR 79.3 79.3
Tank 53 P LM/BR 79.3 79.3
Tank 54 S LM/BR 79.3 79.3
Tank 54 P LM/BR 79.3 79.3
Tank 55 Dry Bulk 48.4 48.4
Tank 56 Dry Bulk 48.4 48.4
Tank 57 Dry Bulk 48.4 48.4
Tank 58 Dry Bulk 48.4 48.4
Ch Locker P CL/WB 78.4 78.4
Ch Locker S CL/WB 78.4 78.4

0.0 828.4 193.6 799.5 99.1 509.8 0.0 475.7 0.0 15.5 0.0 0.0
0.0 770.3 193.6 799.5 99.1 509.8 0.0 475.7 0.0 15.5 0.0 0.0

*Capacities shown are for lead vessel. Actual capacities may vary slightly.
*Capacities shown in RED are excluded from the total volume.
*Capacities shown in BLUE are included in another Tank's Capacity.
*Capacities shown in GREEN are counted for multiple Tank Capacities.

Total Volume [m3]
Spec Sheet Total Volume [m3]

Capacity Table

NOTICE: The data contained herein is provided for convenience of reference to allow users to determine the suitability of the Company’s equipment. The data may vary from the current condition 
of equipment which can only be determined by physical inspection. Company has exercised due diligence to insure that the data contained herein is reasonably accurate. However, Company 
does not warrant the accuracy or completeness of the data. In no event shall Company be liable for any damages whatsoever arising out of the use or inability to use the data contained herein.

ALLISON TIDE
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All Thrusters Online
Port and Stbd Mains Online

Vessel
Remontowa DP Class 2 Newbuilds 1674-03, 04, 05, 06, 07, 08

Propulsors Environment
  Bow thrusters 2 × Tunnel thrusters (588 kW) Max. Wind Speed 50.0 kt
  Stern thruster 1 × Tunnel thruster (588 kW) Current Speed 0.0 - 2.0 kt
  Main propellers 2 × Main Props (3730 kW) Sig. Wave Hgt. wind driven
  Rudders
  100% operating thrust available Collinear environment

Figure 1

For maximum stationkeeping performance, the vessel should be oriented with the bow
or stern pointing into the environment (wind, waves, current)
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Holding plots are based on customer supplied information and are only estimates.  True vessel capability must be determined through sea trials.
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NOTICE: The data contained herein is provided for convenience of reference to allow users to determine the suitability of the Company’s equipment. The data may vary from the current condition 
of equipment which can only be determined by physical inspection. Company has exercised due diligence to insure that the data contained herein is reasonably accurate. However, Company 
does not warrant the accuracy or completeness of the data. In no event shall Company be liable for any damages whatsoever arising out of the use or inability to use the data contained herein.


