
GENERAL INFORMATION

Project DAMEN-PSV 4500 

Batuíra Shipbuilder / Year Wilson Sons Shipyard / 2012
Flag Brasil
Batuíra IMO No 9573256
Port of Registry Rio de Janeiro
Class LLOYD’S + 100 A1, +LMC, UMS, DP (AA), *IWS, EP, 

Offshore Support Vessel

MAIN TECHNICAL SPECIFICATIONS
LOA 87.4 m
Molded Breadth 16 m
Molded Depth 7.8 m
Loaded Draft 6.19 m
TPB 4,485 t
AB 4,106

DECK CAPACITIES 
Deck area 840 m²
Deck resistance 5 t/m²
Deck cargo (max. in tons) 1,650 tons @ VCG 1 m above deck

DECK EQUIPMENT 
Anchor Winch 2 x CAW-C-745 - 8.4 t @ 10 m/min 
Capstan 2 x ECR60 - 6.0 t @ 15 m/min 
Provisions crane HMR 80/16-1S 3 t @16 m/7.5 t @ 10 m
Tugger winches 2 x RW-C-100 - 10 t @ 15 m/min

LOADING /DISCHARGE CAPACITIES 

Brine - System I 571 m³ (90 m3/hr @ 60 m head)[S.G=2.31]

Fuel Oil / Syntetic Fluid - System II 701/516 m3 (90 m3/hr @ 60 m head)[S.G=0.8][S.G.=2.31]
Fresh Water - System III 536 m³ (90 m3/hr @ 60 m head)

Fuel Oil - System IV 854 m³ (90 m3/hr @ 60 m head)

Hybrid - System V 301 m³ (75 t/hr at 60 m head)[S.G=2.6]

Syntetic Fluid - System VI 245m3 (90 m3/hr @ 60 m head)[S.G. = 2.31]

PROPULSION

Diesel Eletric Propulsion System 
Main Engines

Main Generators
Electric Propulsion Motors

4 X CAT 3512C TA Marine Aux. Engines 1,632 bkw 
1800 rpm
4 X WEG GPW500, 2000 KVA, 60Hz, 690 V, 3 phase 
2 X WEG WGM560, 2500KW 0-1200 rpm 690 V, 3 
phase

Harbour / Emergency Generator 1 X Caterpillar c-09 TA, 238 ekw, 1800 rpm

Bow Thrusters 2x Brunvoll FU 63 LTC 1550 745 kW
Service Speed 10 knots

OTHERS

DP System Kongsberg KPOS 21 DP2
GMDSS Área A3
Satellite Communications: 

ACCOMMODATIONS 
16 Crew / 4 Passengers

PSV Batuíra

Data/voice/Inmarsat-C / Vsat - VolP

PSV BATUÍRA



PSV Batuíra
Vessels designed in accordance with the IMO Resolution A.673 (16), as amended by resolutions 
MSC.236 (82) and MEPC.158 (55): "Guidelines for the transport and handling of limited 
amounts of hazardous and noxious liquid substances in bulk on offshore support vessels".

PSV BATUÍRA
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