TIDEWATER PSV LARUS

PSV Larus

GENERAL INFORMATION

Design DAMEN - PSV 8619

Construction / Year Wilson Sons Shipyard- 2016

Flag Brasil

IMO No 9642588

Port of Registry Rio de Janeiro

Classification LLOYD'S + 100 A1, Offshore Supply Ship,

*IWS, +LMC, UMS, DP (AA)

MAIN TECHNICAL SPECIFICATIONS

LOA 85.25 m
Moulded Beam 19m
Moulded Depth 8m
Maximum Draft 6.3 m
DWT 5,013 tons
GT 3,898
DECK CAPACITIES

Deck Area 920 m2
Deck Strength 5 t/m?2

Deck Load (max. in metric tons) 2200t @ VCG 1 m

DECK EQUIPMENT

Anchor Winch 2 x CAW-C-745-9.2 t @ 10 m/min
Capstans 2 X ECR60 - 6.0 t @ 15 m/min
Tugger Winches 2 x RW-C-100 - 10 t @ 15 m/min

LOADING / DISCHARGING CAPACITIES

Fresh Water - System A + B 2,701 m? (90 m3/hr @ 60 m)

FW / FO - System C 531 m3 (90 m3/hr @ 60 m)

Fuel Oil - System D 529 m3 (90 m3/hr @ 60 m)

PROPULSION

Diesel Electric Propulsion

System Main Engines 4 x CAT 3512C HD, 1,628 kW each

Main Generators 4 x WEG GPW500 B3T, 1,700 kVA each

Main Propulsion Electric Motors 2 X WEG WAM560, 2500KW 0-1200 rpm 690 V
Harbour / Emergency Generator 1 x CAT C-09 TA, 269 kW

Azimutais Drives 2 x Ulstein Aquamaster US 285 FP

Bow Thrusters 2 x Brunvoll FU 63 LTC 1550, 745 kW

Service Speed 10 Knots

OTHERS

DP System Kongsberg KPOS 21 DP2

GMDSS A3 Area

Satellite communications: data/voice/fax Inmarsat Express Link / Inmarsat-C / Mini-M
ACCOMMODATIONS

16 Crew / 6 Passengers




PSV LARUS

TIDEWATER

PSV Larus

Vessel designed in accordance with IMO Resolution A.673 (16), as ammended by resolutions
MSC.236 (82) & MEPC.158 (55): “Guidelines for the transport and handling of limited amounts
of hazardous and noxious liquid substances in bulk on offshore support vessels".
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